o JLAKE
MF-3620 Series

4-needle, Feed-off-the-arm, Flatseamers, Top and Bottom Coverstitch Machine

original
design

The sewing machine promises
a maximum sense of safety
and comes with enormous
ingenuity-filled functions.

MF-3620L200B52A

4-needle, Feed-off-the-arm, Flatseamers, Top and Bottom Coverstitch Machine

F-3620

Series







JUKI's original-design
4-needle flat seamer
has been launched.

The sewing machine is provided with various functions
for easier use and an increased sense of safety to
achieve beautifully finished seams with consistency.
The sewing machine prevents oil leakage.
As a result, stain removal work is no longer required to
allow the sewing machine to maintain increased productivity.
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MF-3620 Series

JUKI's original design

JUKI's unique safe and elaborated features are
incorporated in every section of the sewing machine.

The sewing machine is provided as
standard with a micro-lifter.

Elastic materials or delicate materials can be
sewn with the presser foot slightly raised from
the start to the end of sewing, thereby reducing
material slippage and damage.

The overlapped amount of the
materials is adjustable
by means of a spacer. (L200 type)

For the both-side trimming type machine
(L200), the finished overlapped amount of the
materials may not be sufficient depending on
the characteristics of the material. In such a
case, the overlapped amount of the materials
can be adjusted by means of the spacer
supplied with the unit.

Spacer

Damage by the feed dog is reduced.

The presser foot of the flat seamer is a special
one in which a cloth cutting mechanism is
installed. This special presser foot has been
originally designed by JUKI, making the most
out of its technology. The presser foot ensures
a smoother feed of the material and helps
reduce the load applied to the material. (In
addition, the service life of the cloth cutting
knife is lengthened.)

Designed for upgraded
safety and security

A safety cover has been provided to prevent
possible injury by the bobbin thread cam
section.

I Safety cover







Il WHEN YOU PLACE ORDERS

Please note when placing orders, that the model name should be written as follows:

Machine head

Drive system Code
Tongue shape of throat plate | Code Belt-drive type*'
B type B Direct-drive type*? A

MF3620L[100B
I —

Machine head type i Needle gauge | Code
ode
Specifications Trimming 5.2mm 52
One-side trimming | L100 6.0mm 60
Lap seam
Both-side trimming | L200

*1. When you have chosen the belt-drive type sewing machine, be sure to purchase the machine head
support (40074700) or auxiliary drive device MT-01 together with the sewing machine.

*2. When you have chosen the direct-drive type sewing machine, be sure to purchase the machine head
support (40074700) and the control box SC-910N together with the sewing machine.

@ To order, please contact your nearest JUKI distributor.
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